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NOTES:
 
    REFERENCE STANDARD IEC60169-11 
 
1.  ELECTRICAL PERFORMANCE -
 
    NOMINAL IMPEDANCE         : 50 �#2 
    FREQUENCY RANGE           : DC-3.0 GHz
    VSWR                      : 1.100 MAX.
    PIM                       : -160dBc MAX.(2x43dBm)
    INSERTION LOSS            : 0.100 dB MAX. ( @ 3.0 GHz)
    INSULATION RESISTANCE     : 5000 M  MIN.
    D.W.V                     : 2500 VRMS
    CONDUCTOR RESISTANCE      : OUTER CONDUCTOR 0.5 m  MAX.
                                INNER CONDUCTOR 1.0 m  MAX.
 
II. MECHANICAL PERFORMANCE -
 
    (NUT) TORQUE                   : 10-12 N.m
    (NUT) WHORL PULL               : 500 N
    TENSILE FORCE(CABLE-CONNECTOR) : 500 N
    TORSION(CABLE-CONNECTOR)       : 4.00 N.m
 
III.MATERIAL AND PLATING -
 
    INNER CONDUCTOR  : SPRING BRONZE ALLOY, PLATING = Ag (5µm MIN.)
    OUTER CONDUCTOR  : BRASS, PLATING = COPPER-TIN-ZINC (2µm MIN.)
    NUT              : BRASS, PLATING = NI (5µm MIN. )
    GASKET           : SILICONE RUBBER
    INSULATOR        : TPX
 
IV. ENVIRONMENTAL -
 
    TEMP RANGE             : -40°C TO +85°C
    WEATHER STANDARD       : IEC 60068 40/ 085/ 21
    THERMAL SHOCK          : IEC 60068-2-14-NA
    VIBRATION              : IEC 60068-2-6-FC
    SHOCK                  : IEC 60068-2-27
    WATERPROOFING STANDARD : IP68
    
 
V.  ASSEMBLY : INNER AND OUTER CONDUCTOR INSTALLED
 
 
VI. ROHS COMPLIANT

0.748" ON HEX
[19,00mm]

0.866" ON HEX
[22,00mm]

4.1/9.5 MALE
INTERFACE

0.787"
[20,00mm]
ON FLATS

SCALE  1.000

SCALE  2.000

RECOMMENDED CABLE
STRIPPING DIMENSIONS

0.020" x 45�$
[0,5mm x 45�$]
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