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PLUG COMPONENT PLUG STRIP DIMENSION END STRIP DIMENSION TERMINAL COMPONENT
COLOR DESCRIPTION | Qty | RIJ | ROJ |COLOR | 53T 14AWGK3C RO.J | RIJ |COLOR DESCRIPTION TYPE
40P BLACK | PVC Compound 1 67 19 + 1 |BLACK(L) 15% BLACK(L)
Assembly Body > 60°C Shielded Black -
Gray color 111-003-001 1 6% 19 +1 [WHITE(N) 1575 WHITE(N)
6% | 19+1 [GREEN(E) Lenath  2000:50 15%3 GREEN(E)
2000450
. 415410 15+3
-0
g
] IH-104 U U WHTE
L E200855 (O 1 ” — |
23.240.5
PLUG TYPE COPPER CONDUCTOR (N/mm);
BLACK 41/0.254£0.005 or Substitute
PVC INSULATION AVERAGE )
THICKNESS: 0.76mm Material:
ID: 3.40:0.1mm . SIT 3x14AWG(2.08MM2) VW-1 Shielded, 60° 300V, Without Filler
WHITE
. Jacket Color: Black
Aluminum/Mylar(Conducting face . E- Green; L- BIack; N- White
@ drainage wire) . All Material must be RoHS complaint
C e [0 D} .
) Drain wire . i
¢ ) 710.254 or Substitute Electrical Test :
| 1 PVC JACKET AVERAGE . 100% Open & Short Testing
250435 THICKNESS: 0.76mm . Insulation Resistance : 100meg-ohm(Min.)
o OD:9.30 £0.2mm . Voltage : 500V DC / 1 Min.
Hank Dimension Wire cross section
Scale | Free Date Name Tl_gle d-pl o End
ower cord - Plug < Open En
TOLERANCE Drawn 05.11.15 Wilson SJT, 14AWG, 60°C, Shielded, 2 meters
X. X N | siis oo |PSSMANN WSW-No,
- pprove: A1,
Unit: mm X.X X AK500/14-OE-5-2
XXX X Drawing-No.
RoHS oL
omplian o o
p XX | £X \WSW/ components e Sheet
Angle | TOL |id. Modification Date L I A e 1/1
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